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For more information about the variety of services and equipment available in 
TechZone, please visit www.akronlibrary.org/tz 

Using the Vinyl Printer and Heat Press 
 
Your design must be exported in an EPS file with cut lines around it for you to be able to use the 
heat press. Once you have printed and cut out your design follow these instructions. 
 
Watch this video before beginning the below process: How to Weed, Mask, and Apply Color 
Print Easy 

 
1. Preheat the heat press to 305 Degrees Fahrenheit.  

a. Press will automatically heat to this degree once turned on. 
 

Preparing the Easy Color Print  
 

1. Pierce the corner of the vinyl to remove the excess from your printed design. 
(Reverse Weed)   

a. When you are done the only thing that should be left on the sheet is your 
printed design. 

2. Cut the mask to match the size of your printed design.  
3. Remove the white backing from the mask. 
4. Lay mask (sticky side down) on top of the printed design. 
5. Use your hand or squeegee and firmly pressure and slide across your design. 

 

Using the Heat Press 
 

1. Press your shirt for 2 to 3 seconds to iron and remove wrinkles. 
2. Peel the backing from the print design. 
3. Place your design on the shirt face up. 
4. Place either a Teflon sheet or the white backing off of the mask on top of your 

design. 
5. Pull the heat plate down on your shirt for 15 seconds.  
6. Pull the heat plate down on your shirt again for another 15 seconds. 
7. Peel hot.   

 
 

 Care Instructions: 
a. Do not dry clean.  
b. Machine wash WARM/mild detergent.  
c. Dry on normal setting. No chlorine bleach.  
d. Wait 24 hours before first wash  

 Applies to:  
a. 100% cotton    
b. 100% polyester     
c. Poly/cotton blends 
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